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EU-Type Exami nation Certificate
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(1)

according to Module B Paragraph 6.1 of PPE Regulation (EU) 20161425

(2) Regulation of the European Parliament and of the Council of 9 March 20'16
relating to personal protective equipment (PPE) - Regulation (EU) 20161425

(3) No. of EU-Type Examination Certificate: ZPlB247l19 R1 reptaces ZplB033/18

(4) Anchor device type B
Type: AlsiPercha

Encofrados J. Alsina, S.A.

Camide la Font Freda 1, 08110 Barcelona, Spain

ilt

(e)

(5)

(6)

(7)

(8)

Product:

Manufacturer:

Address:

Risk category:

The design and construction of this personal protective equipment and any acceptable variation
thereto are specified in the appendix to this EU type-examination certificate.

(10) The essential Health and Safety Requiremelts are ass

EN 795:2012

(11) This EU type-examination certificate

be
to Article 19 (c).

(12) When applying the CE Marking according to Article '16 and 17 of Regulation (EU) 20161425 to
the products that conform to the types examined, the client is obliged to add, in accordance with
the attached pattern, the identification number of the Notified Body engaged in the conformity
assessment according to Module C2 or D.
Furthermore, the manufacturer is obliged to issue an EU declaration of conformity in
accordance with Article 1 5 of Regulation (EU) 20161425 and to enclose it with the personal
protective equipment, or to indicate the lnternet address in the manual and in the instructions in
Annex ll, point 1.4., al which the EU declaration of conformity can be accessed.

(13) This EU-Type Examination Certificate is valid unlil2024-12-09.

DEKRA Testing and Certification GmbH
Bochum, 2020-03-02

Siqned: Kilisch
Managing director

We confirm the correctness of the translation from the German original. ln the case of arbitration only
the German wording shall be valid and binding

II
Managing director
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This certificate may only be published in its entirety and without any change.
DEKRA Testlng and Certification GmbH, Handwerkstraße. 15, 70565 Stuttgart, Germany

Certification Body: Dinnendahlstraße g, 44809 Bochum, Germany
Telephone +49.234.3696-400, Fax +49.234.3696-1 10, DTC-Certification-Body@dekra.com
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TRANSLATION

Appendix to

EU-Type Examination Gertificate
zPtB247t19R1

(16) 16.1 Subiect and tvoe
Anchor device type B
Type: AlsiPercha

16.2 Description
The anchor device of type AlsiPercha (Fig. 1) is used for the temporary

against falls from a height. lt is used by means of appropriate anchors (Fig

installed to the structure with sufficient strength.

The corrosion-resistant anchor device is made of a pivoted Davit arm. The

transported to the intended place of use by a crane in conjunction

eyelets. When erecting the Davit Arm, a cantilever is unfolded via a joi

This brace is equipped with an integrated absorption

At the end of the cantilever there is a welded-on eyelet

can connect his personal protective equipment to

Optionally, the Davit Arm can be used as an

Horizontal SafeAccess and NAV2

type B anchor device is shown in T

Table 1: Specification of

mechanism
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devi length = 6 m)

conical tube

Possible anchors tripod

wall brackets

column clamps

Page 2 of 4 of ZPlB247l19 R1
This certificate may only be published in its entirety and without any change.

DEKRA Testing and Certification GmbH, Handwerkstraße. 15, 70565 Stuttgart, Germany
Certification Body: Dinnendahlstraße 9, 44809 Bochum, Germany

Telephone +49.234.3696-400, Fax +49.234.3696-1 10, DTC-Certification-Body@dekra.com



TRANSLATION

Fig. 1:Anchordevi
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Fig. 3:Anchor, type: conical tube Fig.4: Anchor, type: tripod
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Fig. 5:Anchor, type: wall brackets Fig. 6:Anchor, type: column clamps

Fig. 7:Anchor
FALLPROT

(17) Report

PB1
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(1)

(3)

(4)

(5)

(6)

(7)

(8)

EU-Type Examination Certificate
(2)

according to Module B Paragraph G.1 of PpE Regulation (EU) 2o16l4zs

Regulation of the European Parliament and of the council of 9 March 2016
relating to personal protective equipment (PPE) - Regutation (EU) 2016142s

No. of EU-Type Examination Certificate: ZplB24gllg Rl reptaces ZplB033/18

Product: Anchor device type B and E
Type: AlsiPercha

Manufacturer: Encofrados J. Alsina, S.A.

Address: Cami de la Font Freda 1, 08110 Barcelona, Spain

Risk category: lll

The design and construction of this personal protective equipment and any acceptable variation
thereto are specified in the appendix to this EU type-examination certificate.
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(9) The certification body of DEKRA Testing and Certification GmbH, Notified
according to Chapter V of Regulation (EU) 20i61425 of 9 March 2016, certifies
protective equipment has been found to comply with the essential Health a
Requirements given in Annex ll to the Regulation. The evaluation results are record
PB 19-309_Rev.01. Other possibly applicable Union legislations applicable to the
personal protective equipment have not been taken into account in this EU{ype examination
certificate

(10) The essential Health and Safety Requirements

EN 795:2012 CEN/TS

(11) This EU type-examination certificate rel and tests of the
specified personal protective equip ment in U
For category lll personal protective equrpm n certificate may only be
used in conjunction with one of the conformity referred to Article 19 (c)

(12) When applying the CE Marking according to Article 16 and 17 of Regulation (EU) 2Oj6l42S to
the products that conform to the types examined, the client is obliged to add, in accordance with
the attached pattern, the identification number of the Notified Body engaged in the conformity
assessment according to Module C2 or D.
Furthermore, the manufacturer is obliged to issue an EU declaration of conformity in
accordance with Article 15 of Regulation (EU) 20161425 and to enclose it with the personal
protective equipment, or to indicate the lnternet address in the manual and in the instructions in
Annex ll, point 1.4., at which the EU declaration of conformity can be accessed.

(13) This EU-Type Examination Certificate is vatid untit2024-12-09

DEKRA Testing and Certification GmbH
Bochum, 2020-03-02

Siqned: Kilisch
Managing director

We confirm the correctness of the translation from the German original. ln the case of arbitration onlv
the German wording shall be valid and binding.

Managing director
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Appendix to

EU-Type Exam ination Certificate
ZPIB248I19 R1

(16) 16.1 Subiect and tvpe
Anchor device type B and E
Type:AlsiPercha

16.2 Description
The anchor device of type AlsiPercha (Fig. 1) is used for the temporary
against falls from a height. lt is used by means of appropriate anchors (Fig
installed to the structure with sufficient strength.
The corrosion-resistant anchor device is made of a pivoted Davit arm. The
transported to the intended place of use by a crane in conjunction
eyelets. When erecting the Davit Arm, a cantilever is unfolded via a joi

This brace is equipped with an integrated absorption mechanis
At the end of the cantilever there is a welded-on eyelet wh
can connect his personal protective equipment to

Optionally, the Davit Arm can be used as an
Horizontal SafeAccess and NAV2 troll

type B and E anchor device is s

Table 1: Specification of
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Used as per fleld
length = 6 m)

counterweight MF
Possible anchors:

mobile base unit
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TRANSLATION

Fig. 1: Anchor devi

Fig.2: Anchor, type: countenveight MF Fig. 3:Anchor, type: mobile base unit
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Fig.4: Anchor
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